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CARE AND MAINTENANCE OF YOUR FAUCET

Your Kingston Brass faucet has been finished to the most strict standards, However due to the high content of
minerals in the water your finish after time may appear dull and tarnished, these are some do's and don'ts to
maintain the luster on your faucet for many years to come.

DO

1. Clean your faucet with only a mild soap and water solution.

2. Dry your faucet after using it.

3. Give it a coat of Carnauba Wax periodically.

4. Remove hand shower periodically and soak overnight in a 50/50 solution of water and vinegar.

DON'T
1. Use Plumbers putty when installing the faucet.
2. Use any abrasive cleaning agents.

It may seem like a very simple and short list but it is that simple to maintain your faucet, looking shiny and new.

If your faucet is already looking somewhat dull and tarnished, before replacing it try cleaning it with a 50/50
solution of vinegar and water, you may need to soak some rags and wrap around those stubborn areas, leave
over night and rinse completely in the morning, apply carnauba wax once you have removed the mineral deposits.

Kingston Brass™ Faucets
(10) YEARS LIMITED WARRANTY

Kingston Brass warrants its faucets to be flawless during normal residential use. If the faucet should leak or
drip during normal use, Kingston Brass will, free of charge, mail to the original owner the cartridge necessary
to put the faucet in good working condition. All warranty parts to be shipped freight prepaid ground service.
Customer will be responsible for all warranty part freight charges if express shipping is requested.

This warranty applies only to Kingston Brass Faucets installed in the United States of America only.
Kingston Brass also warrants all other aspects of the faucet or accessories (except Oil Rubbed Bronze and
Dark Bronze Finishes on color changes as part of the normal living finish behavior) to be free of defects

in material and workmanship during normal residential use within (10) years from the date of purchase to

its original owner. If a defect is found in normal residential use, Kingston Brass will, at its selection, repair,
provide a replacement part or product, or make appropriate adjustment. Damage to a product caused by
accident, misuse, or abuse is not covered by this warranty. Improper care and cleaning will void the warranty.
Proof of purchase (original sales receipt) must be provided to Kingston Brass with all warranty claims.
Kingston Brass is not responsible for labor charges, installation, or other incidental or consequential costs.

In no event shall the liability of Kingston Brass exceed the purchase price of the faucet.

SPECIAL FINISHES:

Warranty does not apply to special or living surface finishes such as Oil Rubbed Bronze, Dark or Old Bronze
as living finishes will change over time as a result of a normal process and may look different than at the
time of purchase, therefore these items are warranted for functionality only. Oil Rubbed Bronze, Dark or Old
Bronze components may vary in shade at the time of shipment. This warranty is limited to the replacement
of defective parts only, labor charges and/or damage resulting from improper installation, repair or
replacements, as well as incidental and consequenti
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TOLL-FREE CUSTOMER SERVICE: 1-877-2-KBRASS
TECHNICAL SUPPORT E-mail: service@kingstonbrass.com
12775 Reservoir Street, Chino, CA 91710
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KITCHEN & BATH

INSTALLATION INSTRUCTIONS
Brass Tub Bath Drain

Note: Observe all local plumbing and building codes.

TOOLS REQUIRED

Drain Wrench Adjustable Wrench Teflon Tape Silicone Sealant Screwdriver Pipe Wrench

INSTALLATION INSTRUCTIONS:

1. Place rubber washer (10) onto waste tube (9) and set them
under the tub.

2. Apply Teflon tape on strainer thread and a bead of silicone Rubber Gasket (3) @
sealant under waste strainer (11) and thread into waste Cover Plate (2) ~__ @5 '

tube (9). Wipe off excess sealant. Serew (1) Wy
BN

§ Rubber Gasket (3-1)

3. Because the back slope angle on tubs vary, we have
included 2 gaskets for you, select the rubber gasket that
more closely matches your tubs angle, discard remaining
rubber gasket. Place rubber gasket (3 or 3-1) on elbow
portion of the overflow tube, hold to the back of the tub at
the overflow opening and screw in cover plate.

4. Slip joint nuts (5) and Washers (6) onto overflow tube (4),
waste tube (9) and drain tube (8).

5. Apply Teflon tape to all three threads on three way tee (7).

6. Slip tee onto the waste tube (9), overflow tube (4) and drain
tube (8), adjust to desired location and tighten e sirainer (11)
slip joint nuts.

Depending on the size of your tub it may be necessary to
cut any or both tubes.

7. Thread on drain tube (8) and onto the Washer (6)
escutcheon (12), make the necessary connection to | Slip Joint Nut (5) ~J

g

your drain system. Tub Surface. .
/4
Washer (6) @

8. Fill tub with water, sufficient to cover the overflow
cover plate (2), check for leaks and retighten any ‘
Slip Joint Nut (5) @
Waste Tube(9" Long) (9) [
Drain Tube (8)

connections as necessary.
(3" Long)

Escutcheon (12)@
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Overflow Tube (4) —

Slip Joint Nut (5)

Washer (6)

Rubber Washer (10)
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INSTALLATION INSTRUCTIONS
Straight Stop

Instructions:

Apply thread sealant tape to threads (1).

Screw valve body (2) onto pipe (3).

Place nut (4), metal washer (5) and rubber washer (6) on tube (7).
Insert tube (7) into valve.

Wrench tighten nut (4) onto valve.

Stop any leaks by tightening nuts slightly.
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