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Failure to follow all directions may cause leaks
which may result in water damage

Lifting hazard.

Single person lift could
cause injury.

Use assistance when
moving or lifting.




Agqua Eden

ELEMENTS OF DISTINCTIVE STYLE

INSTALLATION INSTRUCTIONS
Alcove Tub with or without Drain

Important points to remember before beginning installation:

o Verify that floor is structurally sound and level, floor must be able to support the full load of the

tub
o Pro

including water to the overflow level.
vide access to all plumbing connections.

o Observe all local building and plumbing codes.
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Need Tools:

Le -2 &

Conventional Woodworking Tools & Materials

100% Silicone Sealant

1. Prepare area by framing the area where the
tub will be installed.

2. Place the tub at the location where the tub
will be installed, level tub on all sides and mark
the location of the drain and the wall studs on
the tile flange.
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Mortar Bed 4"

%

4 .

3. Remove tub and install the drain, predrill
holes on tile flange at the marked location of
the studs.

4. Pour a generous, (4" to 6") layer of mortar
mix cement to the area where your tub basin
will be sitting, please note that due to the tubs
slope, it is necessary to apply a thicker layer
on the side opposite the drain, make sure to
cover the drain to prevent any mortar from
falling inside, leave the area where the feet
will be resting free of mortar as well.

5. Set tub into place, make sure the tub is
level, make sure that the mortar bed is in
contact with the entire tub basin.
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6. Secure to the wall with galvanized screws
at the predrilled screw location, apply weight
to the middle of the tub until the mortar sets.

7. Connect the tub drain to your drain system.

Cleaning

Clean with a damp cloth only.
Avoid using metal or abrasive polishes.

Water-Resistant
Silicone Sealant

8. Install water resistant gypsum board and
finish surface material (tile, stone) and seal all
edges with silicone caulking to prevent water
damage.
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